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"TGA~CBA~CO o 14 Avgust 1968
SUBJECT: Operational Roport of the 84th Engincer Battalion (Construction)
for the Period Ending 31 July 1963, DCS CSFOR-65 (R1)

i. Givie Aetion: - The Battalion under took a variet: of civic action
projcets during this quartor. The members of this battalion voluntarily
contributed 266,000 VN$ for the support of Holy Infant and Kim Chau
Orphanage. In addition, two partics wore givon for the Children of tho
Kim Chau Orphanage by HHC sné C Company at Camp Williams Compound. Tho
battalion has also continued to provide an NCO overday to the Qui Nhon
Public Works Department for technical assistance for the city's engincering
projects and to act as liasion betweon tho 84th and the City of Qui Nhon.
The Shth Enginecor Battalion has also furnished material and cquipment
for Civic Action and Rovolutionary Devolopment projcets in support of the
Llst Civil Affairs Company. Somc of thesc projeccts are tho new high
school for Tuy Phuoe District and a now villege headquarters in the
Tuy Phuoc District., Company B, to promote good will in their new area
of cperation, built a 6KM fair weathor (8and and laterite) road from the
village of Binh Thanh to the bay. This road provides the fishcrmen in
the village access to the sea. ‘
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Section 2, Part I Obscrvations (Lessons Learned)

r

. L ]
A.  Personnel: - None
B. Operation:

.+ 1: Tbam: "The use of U pickets in tho construction of runoff ditches on
stecp inclines, ‘ ' -

DISCYSSION: In constructing culverts whore the outflow of the culvert is-
on a fill slope of severnl hundred foet ot an angle of 45 Qegrecs, the
precblem of erosion bocome8 acute. One method te approach this is to
construct o concretc spillway from the outflow of the culvert to the
intorsection of the inclino and the base of the hill, howcver quite
frequently on filled surfaces the water undormines the. concrote spillway
until it eracks an’' cisentegrates. One way to alloviate this problem is
to drive U pickets 4 to 5 fuet into fill slightly offsct on 6 foot contors
anc. tic two ro-bars onto the pickets and construct a reinforced concrete
spillwa;', This will suffice until sufficiont soil consolication anc
vegetation growth prevents massive crosion around the culvert and heacdwall.
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