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BGA-CBA~CO , 1 August 1968
SUDJECT: Operational Report of the Shth Engincer Battalion (Construction)
for the Poriod Ending 31 July 196&, RCS CSFOR-65 (R1)

DISCUSSION: In wiring the Long Iy Dopot, it was found that the pancl
board contained a numbor of circuit breakers (20A) which were not available.
4 successful substitute was usod by mounting as meny s 10, 2 pole,

singlc phase doublc breaker (with box) in linc on'a A% to 5/8" plywood
board and attoching the plywood sheot to the building. This method

works quitc well and this type of bregker is much more readily obtainablo
than the type circuit breaker using o lighting pencl board; since lighting
pancl boards generally arc mace by a particuler manufacturer, to fit into
a particular type board. It was founc that in some cases when using 2
pole, douvlc breaker, singlc phase, mare by differont monufacturers that
the broakeors <id not carry the ~uvaign load, when the <esign loac
spproached the capacity of the breaker. This was componsated for by using
o fifferont manufacturcrs bresker or by rcmoving onc light from the
circuit,

ODSERVATION: That incdivicual 2 pole double broaker, single phasc and box
mar be used as an accoptzble substitute in place of a circuit breaker
lighting pancl board.

C. Tragining: None
D. Intclligcnce: Hone
E. Logistics: Ttem - Expedient Jumper Cablc

DISCUSSION: The Bhortage of battory jumper cablos within the unit

caused delss in starting faulty cquipment. A ceble was fabricated Ly
wbilizing selvaged power cable ond expended M~l6 cartridgos. A ten-foot
picce of 2/0 dusl conductor power ceble was propared by stripping the
insulation from the four ends. Tho =16 cartridges wore sawed off

ot tho base to provide a hollow cylinder., The cases werc thon soldored
into the wire and taped to complctc assembly. The cartridges fit tightly
into tho recopticles on cngincer cquipmont and the cable performs
satisfactoreslly.
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